clEs

KORACHI

HEAVY DUTY LIFTING & HOISTING

JAPAN TECHNOLOGY

CHAIN BLOCK MANUAL

CHAIN HOIST ELECTRIC

LEVER HOIST

WIREROPE 1
o 3

CV CITRA HARAPAN JAYA
JI. Mangga Dua Abdad, Komplek Rukan Mangga Dua Elok, Blok C No.12, Kota Jakarta
Pusat, Daerah Khusus Ibukota Jakarta - 10730 | (021) 625 0149 / 625 0150

® +62 877 8016 2777 | ® www.chj.co.id




Y h'd Ve Y Y )
LIFT RUNNING NOJOF LOAD CHAIN
MODEL CAPACITY | LEIGHT | TESTLOAD | Shmmiscrs DIAMETER
HV-VT 0.5T 0.5 Ton 3 Meter 0.75 Ton 1 5mm |
HV-VT 1T 1Ton 3 Meter 1.5 Ton 1 6.3 mm
HV-VTIT 1Ton 5 Meter 1.5 Ton 1 6.3 mm |
HV-VT 1T 1Ton 10 Meter 1.5 Ton 1 6.3 mm
HV-VT 1T 1Ton 15 Meter 1.5 Ton 1 6.3 mm
HV-VT 2T 2 Ton 3 Meter 3 Ton 1 71 mm
HV-VT 2T 2 Ton 5 Meter 3 Ton 1 7.1 mm
HV-VT 2T 2 Ton 10 Meter 3 Ton 1 71 mm
HV-VT 2T 2 Ton 15 Meter 3 Ton 1 71 mm
HV-VT 3T 3 Ton 3 Meter 4.5 Ton 2 8 mm |
HV-VT 3T 3 Ton 5 Meter 4.5 Ton 2 8 mm
HV-VT 3T 3Ton 10 Meter 4.5 Ton 2 8 mm
HV-VT 3T 3 Ton 15 Meter 4.5 Ton 2 8 mm
HV-VT 5T 5 Ton 3 Meter 7.5 Ton 2 9 mm |
HV-VT 5T 5 Ton 5 Meter 7.5 Ton 2 9 mm |
HV-VT 5T 5 Ton 10 Meter 7.5 Ton 2 9 mm ‘
HV-VT 5T 5 Ton 15 Meter 7.5 Ton 2 9 mm
HV-VT 10T 10 Ton 5 Meter 15 Ton 4 9 mm
HV-VT 10T 10 Ton 10 Meter 15 Ton 4 9 mm
HV-VT 10T 10 Ton 15 Meter 15 Ton 4 9 mm
HV-VT 20T 20 Ton 10 Meter 30 Ton 8 9 mm
HV-VT 20T 20 Ton 15 Meter 30 Ton 8 9 mm
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Durable, Safe and Functional.
KOBACHI VT Series Chain Block are \
Designed for maximum Durability

and Safety in continuous Heavy

Duty applications.

0.5Ton /1Ton /2 Ton / 3 Ton
5 Ton /10 Ton / 20 Ton

Application

> Widely used in mining, construction, engineering, automotive, infrastructure & manufacturing
industries.

> |deal for manufacturing plants, outdoor job sites, construction sites & projects.

Features

> Tough Build - Thick steel gear case and reinforced wheel cover ensures maximum protection
from external shocks.

> Fully Enclosed Internal Mechanism - Double enclosure prevents dirt and rainwater to enter
and build inside the brake casing.

> Load chain are made of high steel alloy steel for maximum safety and comes galvanized as
standard for increased rust protection.
Standard lift heights are 3 and 6 metres. Customised lift heights are available upon request
(Lifting and Pulling chain are sold separately).
All Kobachi chain blocks are equipped with reliable Twin Pawl braking system for maximum
safety and reliability.
Key internal components are CNC machined before being heat-treated and toughened.
All Kobachi chain blocks are equipped with carefully engineered stopper which prevents
excessive lowering & stops the chain from exiting the mechanism.
Hooks are equipped with easy latch with reliable safety mechanism.
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O5T,1T,15T,2T

MODEL

DIMENSIONS

(PLEASE REFER TO THE DIAGRAM)

A

(Standard Lift Height
3 Meter)

HV-VT 0.5T
HV-VT 1T
HV-VT 1T
HV-VT 1T
HV-VT 1T
HV-VT 2T
HV-VT 2T
HV-VT 2T
HV-VT 2T
HV-VT 3T
HV-VT 3T
HV-VT 3T
HV-VT 3T
HV-VT 5T
HV-VT 5T
HV-VT 5T
HV-VT 5T

HV-VT 10T
HV-VT 10T
HV-VT 10T
HV-VT 20T
HV-VT 20T

CAPACITY H::ZLT
0.5 Ton 3 Meter
1Ton 3 Meter
1Ton 5 Meter
1Ton 10 Meter
1Ton 15 Meter
2Ton 3 Meter
2Ton 5 Meter
2Ton 10 Meter
2Ton 15 Meter
3 Ton 3 Meter
3 Ton 5 Meter
3Ton 10 Meter
3 Ton 15 Meter
5Ton 3 Meter
5Ton 5 Meter
5Ton 10 Meter
5Ton 15 Meter
10 Ton 5 Meter
10 Ton 10 Meter
10 Ton 15 Meter
20 Ton 10 Meter
20 Ton 15 Meter
AN\

129 mm
151 mm
151 mm
151 mm
151 mm
161.5 mm
161.5 mm
161.5 mm
161.5 mm
150.5 mm
150.5 mm
150.5 mm
150.5 mm
161.5 mm
161.5 mm
161.5 mm
161.5 mm
207 mm
207 mm
207 mm
215 mm
215 mm

136 mm
145 mm
145 mm
145 mm
145 mm
187 mm
187 mm
187 mm
187 mm
185 mm
185 mm
185 mm
187 mm
241 mm
241 mm
241 mm
241 mm
398 mm
398 mm
398 mm
650 mm
650 mm

270 mm
317 mm
317 mm
317 mm
317 mm
414 mm
414 mm
414 mm
414 mm
465 mm
465 mm
465 mm
465 mm
636 mm
636 mm
636 mm
636 mm
798 mm
798 mm
798 mm
890 mm
890 mm
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Diagram Chain Block Manual
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4 ITEM / SPECIFICATIONS

> Range of Working Humidity (%) > Power Supply
85 or below 85 3 Phase, 200-600V, 50/60 Hz

> Range of Working Temperature (°C) > Noise Degree (dB)
-20 -+ 40 81

> Protection Class: Hoist > Chain Specifications: Nominal Diameter (mm)
Ip54 6.3, 7.1,10.0,11.2

> Protection Class: Push Button > Chain Specifications: Chain Internal Length (mm)
IP54 19, 21, 30, 34

i O o 4 I
The HSY type Electric chain hoist series is a
compact, light, small-sized but versatile
electric chain hoist that boasts good quality
finish, good safety features, long life-span and
high efficiency.

1Ton /2Ton /3 Ton / 5 Ton

Application
> Widely used in factories, mines, warehouses, cargo storage areas and workshops.
> Also Ideal for manufacturing plants, outdoor job sites & construction sites.

Features

> Hoist body is made of aluminum die-cast, which is very rigid but light, and features high dust
protection and water protection.

> Hoist body also features fins designed to dissipate heat faster, which increase the duty cycle
and allows for longer usage times between breaks.

> Emergency stop button is included in the push button control, allowing the motor power to be
disconnected in an emergency without having to cut off the main power supply.

> Electromagnetic braking device: A fail-safe connection system is installed in the motor circuit.
It allows for instant braking as soon as the electrical power is cut off, and the electromagnetic
brake will not release until power is restored.

> Inverse phase sequence protecting device protects the electrical components from damage
caused by wiring error by making the circuit stopped working whenever a wiring error occurs.

> Upper-lower limit switch: A limit switch is installed where the load is lifted on and off. In the
event that a load is lifted or lowered excessively, the limit switch stops the motor, preventing
hoist or load chain damage.

> 24V/36V transformer device is used to prohibit unexpected accidents caused by electrical
leakage and guarantees the safe use of device while raining.

> Load Chain: G80 FEC Chain, anti-rust and anti-corrosion.

> Hook can be rotated 360 degrees and includes safety latch.
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Diagram Chain Hoist Electric

DIMENSIONS

HSY 0101Ss
HSY 0102S1
HSY 0102S3
HSY 0202S
HSY 02501s
HSY 0301s
HSY 0302S
HSY 0501ST

CAPACITY

LIFTING
SPEED
(m/min)

LOAD CHAIN
DIAMETER

LIFTIMG MOTOR

POWER SPEED

(watt)

(r/min)

PHASE

VOLTAGE
(4]

FREQUENCY
(Hz)

CHAIN
DIAMETER
(mm)

WEIGHT

HSY 0101S
HSY 0102s1
HSY 0102s3
HSY 0202s
HSY 02501
HSY 0301s
HSY 0302s
HSY 0501ST

6 Meter
12 Meter
12 Meter
6 Meter
12 Meter
6 Meter
12 Meter
6 Meter

N NNNNNNN

3.6
3.6
3.6
3.4
3.4
4.4
4.4
2.8

5mm
6.3 mm
6.3 mm
6.3 mm
6.3 mm
7.1 mm
7.1 mm
7.1 mm

750

750

750
1500
1500
3000
3000
3000

1440
1440
1440
1440
1440
1440
1440
1440

WWHWWWWNW-=W

380
220
380
380
380
380
380
380

50
50
50
50
50
50
50
50
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6.3
6.3
6.3
@71
@71
210
210
on.2

KORACHI

68 kg
75.6 kg
74.6 kg
18 kg
131 kg
133 kg
149 kg
155 kg
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FEATURES
Emergency Switch

Diagram Electric Trolley

4 Y Y Y Y Y Y Y Y Y )
S SPEED MOTOR MINIMUM NET
CAPACITY A B R I-beam T (m/min) (Kw) RADIUS OF WEIGHT |
(mm) 50 Hz TURN (K9g)

0.5 Ton 315 212 142 52-153 231 Tor 21 0.4 0.8 45
1Ton 315 212 142 52-153 231 Tor 21 0.4 0.8 45
2Ton 325 220 142 82-178 231 Tor 21 0.4 0.8 53
3 Ton 340 | 250 142 100-178 231 Tor 21 0.75 1.0 65
5 Ton 400 291 142 100-178 231 Tor 21 0.75 1.8 88

7.5 Ton 400 291 142 100-178 230 Tor 21 0.75 1.8 95

. AN AN AN AN Al AN AN AN Al J
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Kobachi HVR-Il Series is designed
with capacities and features that
make it ideal for all industrial
lifting, pulling, lower and fasten

needs.

0.75Ton /1.5Ton /3 Ton / 6 Ton

e Y
LIFTING CHAIN CHAIN RUNNING
aelele SLlS I HEIGHT FALL DIAMETER | TEST LOAD

HVRO75 0.75 Ton 1.5 m 1 6.3 mMm 1125 T
HVR150 1.5 Ton 1.5 m 1 71 mm 225T
HVR300 3 Ton 1.5 m 1 9m 45T
HVR600 6 Ton 1.5 m 2 9 9mm OT

\_ A

Application

> Used for loading a truck, centering building material at construction site, setting up or moving

machinery and other heavy objects such as pipes, and so on.

> |deal for transportation, manufacturing plants, shipyards, construction sites, mines and

forestry.
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Diagram Lever Hoist

4 Y c c Y N\
APACITY
MODEL WEI:G)"'T
A B c E 9

HVRO075 155 88 135 250 7
HVR150 170 110 162 370 9.5
HVR300 198 120 211 370 15.5
HVR600 198 120 254 370 25.5

\_ A A Y,

Features
> Easy operation: Load chain sprocket features deep groove ball bearing allowing for easy pull-

ing.

Supporting driving shaft is equipped with high quality needle bearing for increased durability.
360 degrees rotating handle for ease of use in confined spaces.

All Kobachi lever blocks are equipped with reliable Twin Pawl braking system and double
chain guide roller system for maximum safety and smoother operation.

Easily and quickly adjust lifting height with idling / free wheel mechanism.

Open frame design allows for easy and quick maintenance and inspection.

High strength, cold-formed, stamped steel manufacturing process makes the cover lighter in
weight yet impact-resistant.

Load chain is made of high tensile alloy steel.

Top and bottom hooks are made of forged high strength alloy steel with heat-treatment pro-
cess.

The hooks have three stretch indicators, and are are designed to slowly bend in case of over-
loading, avoiding any load drop or personal injury.

Hooks are equipped with cast steel safety latch with reliable safety mechanism.
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( Y Y Y Y Y LIFTING Y LIFTING Y Y )
MODEL HOOK VOERacE BOWER CAPACITY SPEED HEIGHT PACKING GW /NW
w) (watt) = SIZE
(m/min) (m) ‘
_ Single-Hook 125 Kg 8 20 |
PA- 250 Double-Hook 220/230 550 250 Kg % 10 38x32x25 13.5/12
Single-Hook 250 Kg 8 20
PA-500 Double-Hook 220/230 1020 500 Kg % 10 45x33x27 18.5/16.65
Single-Hook 400 Kg 8 20
PA-800 e i 220/230 1300 800 Kg % 10 45x33x27 22 /19.1
Single-Hook 500 Kg 8 20 |
PA-1000 s i 220/230 1600 1000 Kg % 10 54x25x32 34 /30.9
r Single-Hook 600 Kg 8 20
PA-1200 Double-Hook 220/230 1800 1200 Kg 4 10 54x25x32 35/31.9
\_ N N A N N N A N J
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In The Box

1x Certificate
1x Extra Hook
1x Mounting Clamp Set

Kobachi Mini-Electric Wire Rope
Hoist is compact and easy to
set-up and use. |t adopts
single-phase power and thus
making it very practical and
easily used anywhere.

PA-250 / PA-500 / PA-800

PA-1000 / PA-1200

Application

> Suitable for workshops, material handling, industrial assembly lines and other small to
medium industry needs.

> Also very ideal for household garages, small DIY workshops and warehouses where no
three-phase power is available.

Features

> Dual Lifting Capacity

> Non-rotating wire rope

> |IP40 Protection Grade

> Thermal prevention device
> Upper & Lower Limit Switch

Imported by: CV Citra Harapan Jaya - ‘i 1.5
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Mounting Clamps Motor ?l

Features

Lower Limit Laver ?l

Upper limit lever 3

Wira Rope T'

1. Mounting Clamps

> 2 pcs are included in the product, to
fit to the support arm (an optional
accessory) with size 45'45mm square Pulley haok [5
tube and with thickness more than
1.8cm. If fixing rings will not be used,
please fix the electric hoist trough 4
screw holes on the motor housing.

Power Plug ‘767

2. Lower Limit Lever

> When the wire rope goes down to a
certain limit, a component will touch
the lever and automatically activate
the lower limit lever to stop the hoist. This lower limit lever also prevents the wire rope from
winding in the reverse direction on the drum.

3. Upper Limit Lever
> When the wire rope is lifted up to a certain limit, the red rubber disc will touch the lever and
automatically activate the upper limit lever to stop the hoist.

4. Wire Rope
> Anti-rotating rope with breaking force up to at least 4 times than the rated lifting capacity.

5. Pulley Hook
> An extra hook with a pulley is included in the box. It can be used to lift load exceeding the
lifting capacity of a single hook. (please see instruction in the casing label or manual book).

6. Power Plug
> All of plug styles are available in all over countries and regions, and approved by VOE or UL.

7. Motor

> Motor is equipped with automatic brake system and thermal protection function.
The thermal protection terminal will automatically disconnect power to protect the motor
when the motor becomes overheated.

8. Gland
> To fasten the power cord and prevent bending of the power cord to extend the lifetime.

9. Emergency Stop Switch
> With TUV approval. In case of a failure or accident occurred, to press the red emergency stop
switch to immediately stop the machine for safety.

10. Positive and Negative Switch
> With TUV approval. controlling up and down function of the hoist, it is simple to use and easily
replaced.
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